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Super-Krete® International, Inc. 

          S-12,000 Heavy Duty Degreaser™  

   
Product Description 
 
Super-Krete Heavy Duty Degreaser is a fortified concrete and multipurpose cleaner that is designed to clean the surface. 
The primary use is to remove deeply penetrated oil stains and contaminated surface residue such as oils, dirt, 
efflorescence and grime. 

Super-Krete Heavy Duty Degreaser may be used full strength as an environmental alternative for surface preparation and 
basic cleaning. Architectural surfaces are enhanced by removing the gradual build-up of atmospheric grime.  
 
Characteristics and Advantages 
 

 Biodegradable 

 Easy shipping and handling 

 High alkalinity for tough to clean soils & grease 

 No-streak rinsing 

 Non-toxic 

 OSHA compliant 

 Will penetrate diesel smoke on trailers 
 

Uses 
 

 Concrete    

 Masonry 

 Stone    

 Industrial Floors 

 Machine Shops   

 Gas Stations 

 Kitchens    

 Driveways 

 Pool Decks   

 Stamped Concrete 

 Tile Floors    

 Freezer Floors 

 Auto Repair Shops  

 Parking Garages 

 Engines    

 Food Service Firms 

 Mobile Washers 

 Trucking Companies 
 

 
 

Surface Preparation 
 
For detailed directions, see Super-Krete Surface Preparation Application Specification S-1. 

1.  Clean and degrease the surface using Super-Krete Heavy Duty Degreaser.   

 For detailed directions see Super-Krete Product Specification S-12,000 Heavy Duty Degreaser. 
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Super-Krete® International, Inc. 

          S-12,000 Heavy Duty Degreaser™  

 
Technical Data 

 
Form:   Liquid 
Color:   Dark Red 
pH:   See MSDS Sheet 
Weight:   8.8 lbs per gallon 
Flash Point:  None 
Specific Gravity:  See MSDS Sheet 

 
Test Sample 
 
A test patch is always recommended prior to cleaning 
architectural surfaces. Some surface damage may result 
from full strength application. 
 
Recommended Dilution 
 
A test patch is the best method to determine proper 
dilution rates. For daily cleaning, the product may be 
diluted 1:1 or more with clean water. 
 
Product Application  
(General) 
 
For best results, do not dilute product or pre-wet 
surface.  Prior to cleaning the entire surface, apply   
Super-Krete Heavy Duty Degreaser to heavily 
saturated or hard to clean areas.  Apply as needed and 
allow to deep clean the surface for approximately 
20-30 minutes. Rinse with clean water. Repeat as 
needed. Do not allow product to dry. 
 
For deep surface cleaning simply apply product to 
substrate to be cleaned and spread with stiff broom.  
Saturate the entire surface and allow to deep clean for 
approximately 20-30 minutes. Rinse with clean water. 
Rinsing with hot, water using a high pressure washer will 
expedite contamination removal, but is not 
necessary in most cases. 

Product Application 
(Exterior) 
 
Apply generously over the entire surface by pouring, 
spraying, etc. Use stiff broom or scrubbing machinery and 
lightly agitate or scrub surface. Allow Super-Krete Heavy 
Duty Degreaser to deep clean the surface for 
approximately 20-30 minutes. Rinse with clean water. 
 
Product Application  
(Interior) 
 
Interior cleaning is usually accomplished in a “controlled” 
manner. Normally, the products are applied sparingly to 
allow easier clean-up, unless the interior surface can be 
rinsed with high pressure water similar to an exterior 
surface. Floors are normally mopped and rinsed in the 
same manner as standard cleaning. Normal care and 
protection procedures should be followed when working 
indoors. 
 
Coverage Rates 
*Coverage rates will vary, these are approximations only, 
actual coverage will vary due to substrate 
conditions and surface porosity. 
 
 300 sq. ft. / gallon 
 
Cure Time 
 
 N/A 
 
Shelf Life 
 
 Infinite 
 
Packaging 
 

 1 gallon bottles 4 per case 
 5 gallon pails 36 per pallet 
 55 gallon drums 4 per pallet 

Limitations 
 
Super-Krete products are to be applied only when surface temperatures are above 55 degrees F and rising.  Super-Krete 
products are not to be applied when precipitation is expected within 24 hours following completion of application. Do not 
allow materials to freeze. 
 
NOTE: Super-Krete International, Inc. believes this information to be true to the best of our knowledge and 
products are of the highest quality and uniform within manufacturing tolerances. Since no control is exercised 
over product use, no warranty, expressed or implied is made as to the effect of such use and no liability is 
assumed directly or indirectly, from their use. Buyers and users are encouraged to conduct their own test prior 
to application.  
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