























TEGHNICAL DATA

PENETRON AND PENETRON ADMIX

Penetron Admix Penetron and Penetron Admix will meet or exceed the following physical properties:

Water Permeability DIN 1048 after 56 days = < 5.35 x 1018 m/sec
Compressive Strength (ASTM C39) After 28 days = >6%
Penetron Coated Concrete

Water Permeability (CRD-C-48-13) After 28 days = <1.9x10"cm/sec (before treatment 1.8x10"'cm/sec)

Water Permeability under head pressure  (CRD-C-48-73) Can withstand = >232 PS| (514 ft. head water pressure, or 166.78m) or 1.54 MPa

(16 Bar) with no measurable leakage
Compressive Strength (ASTM (39) After 28 days = >6%
Freeze/Thaw Cycle Test (ASTM C-672-76) 50 Cycles - Marked decrease in erosion compared to untreated samples
Chemical Resistance (ASTM C-267-17) Resistant to alkaline/acid conditions. pH range 3-11 constant contact
Radiation Resistance (ASTM NB3-1967) No effect from gamma radiation = >5.76x10* Rads
(IS0 7031) No effect from gamma radiation 50 M Rads
Chloride Content (AASHTO T-260) Negligible amounts of chlorides are contained in waterproofing substance. Penetron’s
waterproofing effects are NOT related to chlorides
Nontoxic (BS 6920: Section 2.5) PASSES European Union Environmental Lic
(16 CFR 1500) PASSES European Union Environmental Lic
Approved for potable water use U.S. EPA and State of New York DOH
Distributor:
w o ©
E of North America, inc.
Registered Facility C €

CAUTION Use rubber gloves during WARRANTY ICS/PENETRON INTERNA-  ICS/PENETRON INTERNATIONAL LTD.
mixing and application. Use goggles  TIONAL LTD. warrants that the products 45 Research Way, Suite 203, East Setauket, New York 11733, U.S.A.
during spraying and overhead appli- manufactured by it shall be free from mate-  631.941.9700 tel
cations. The effect of Penetron on  rial defects and will conform to formulation ~ 631.941.9777 fax
the skin can be neutralized with a  standards and contain all components in sales@penetron.com
vinegar (household strength) and  their proper proportion. Should any of the ~ www.penetron.com
water solution. PENETRON PROD-  products be proven defective, the liability
UCTS ARE NONTOXIC. to [CS/PENETRON INTERNATIONAL LTD.
shall be limited to replacement of the
While every care is taken to see that the ~ material proven to be defective and shall
information given in this literature is correct  in no case be liable otherwise or for
and up to date, it is not intended to form  incidental or consequential damages.
part of any contract or give rise to any col-  1CS/PENETRON INTERNATIONAL LTD.
[ateral liability, which is hereby specifically ~ makes no warranty as to merchantability

excluded. Intending purchasers of our or fitness for a particular purpose and , , ,
materials should, therefore, verify with the  this waranty is in lieu of all other war- PENETRON is a Registered Trade Mark of ICS Penetron Infernational Lt
company whether any changes in our ranties expressed or implied. User shall November 2006  Technical Manual < Version IX < Part No. P-BR05

specification or application details or other-  determine the suitability of the product for
wise have taken place since this literature s intended use and assume all risks and
was issued. liability in connection therewith.





