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Security Access

Speedlanes

Ghfg,sq`eǀb rdbtqhsx hm ghfg rsxkd
Boon Edam’s complete line of pedestrian security lanes can provide the right combination of security, styling 
`mc ghfg sq`eƽb b`o`bhsx enq `mx dmsq`mbd `ookhb`shnm- Sgd rs`sd,ne,sgd,`qs sdbgmnknfx hmbnqonq`sdc hm ntq lnsnq
drives, microprocessor controls and sensor systems gives you unmatched durability and reliability with an 
uncompromising level of safety and security.

You choose your level of security
From the unobtrusive security provided by our Speedlane 
1048 and 2048, to the rugged, enhanced security of the 
Speedlane 900 with glass panels, to the maximum anti-
tailgating security of the Speedlane 996’s sophisticated, 
high density-beam sensor matrix, Boon Edam has the right 
pedestrian security lane for any secured entrance.

  
You decide what you want - single lanes, multiple lanes, 
barrier free lanes, foolproof tailgating detection, waist 
high sliding glass panels, tall glass panels, handicapped 
accessibility, elegant styling options - in any combination to 
properly and safely secure your entrance.

Characteristics
Speedlane 

2048 / 1048
Speedlane 

900
Speedlane 

996
Swinglane 

900

Std Opt Std Opt Std Opt Std Opt

Security level Moderate High Maximum High

Two-way traffic • • • •

Authorization indicator &  
audible alarm

• • • •

Lane open status lights • • • •

ADA handicap width • • • •

Long detection pathway •

Tall glass panels • •

Sliding glass panels • •

Swinging glass panels •

Swinging arm •

Laminate finish

Card reader mounting • • • •

Battery power backup •
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Pedestrian Security Lane
Dimensions (in)

A 
Passage 
Length

B
Passage  
Width

C
Door Wing 

Height

D
Unit 

Height

E
Overall  
Width

Capacity (people 
per minute)

Speedlane 2048 27 22 (32)** N/A 41 40 (50)** 30-35

Speedlane 1048 13 22 (32)** N/A 41 34 (44)** 30-35

Speedlane 900 55 (102)* 20 (36)**
35 (47, 55,  
63, 71)***

41 51 (82)** 25-30

Speedlane 996HB 54 22 (36)** 38 (60, 72)*** 41 46 (72)** 25-30

Speedlane 996BPL 54 22 (36)** 38 41 46 (72)** 35-30

Speedlane 996DA 45 22 (36)** N/A 41 41 (55)** 25-30

Swinglane 900 77 20 (35)** 39 44 35 (51)** 25-30

Ennsoqhmsr % Chldmrhnmr

* Units with Long Detection Pathway option
** ADA Handicap Width Units
*** Units with Tall Glass Panel option

Sdbgmhb`k Bg`q`bsdqhrshbr
Power supply 
	 2048, 1048, 996	 120 VAC, 60 Hz 
 	 900	 200-240 VAC, 60 Hz
Power consumption	 350 W
Ambient temperature	 5°F to 122°F
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Speedlane 900-H

Speedlane 996HB

Speedlane 996-DA




