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BROAD SCOPE
RADIATION
PROTECTION
RAY-BARENGINEERING CORPO-
RATION is a leading manufacturer
of Radiation Protection Materials
supplying primarily the United States
including Alaska and Hawaii for over
60 years. Maintaining perhaps the
largest inventory of shielding materi-
als in the U.S.allows RAY-BARa
continuing reputation of prompt deliv-
eries for all our products worldwide.
Our knowledge of custom require-
ments is continually kept in tune by
the installation of our products on
literally thousands of projects by
our own crews.
"WHEN PROTECTION IS
REQUIRED,THERE IS NO
SUBSTITUTE FOR SKILL
AND EXPERIENCE."

RADIATION
PROTECTION
MATERIALS
LEAD BACKED MATERIALS
Lead backed gypsum wallboard, dry-
wall, plywood and shielding panels.
LEAD LINED MATERIALS
Lead lined solid core doors and
control screens, barriers, and view
windows with radiation protection
glazing, and lead lining of hollow
metal frames.
SHEET LEAD
Sheet lead in all commercial thick-
nesses for backing at wall penetra-
tions, lead at floors and miscella-
neous shielding.

UA-USES, APPLICATIONS

NEW AND RETROFIT.Hospitals. Clinics
. Imaging Centers
. Medical Office Buildings
. Radiation Therapy/Oncology
. Industrial X-Ray Rooms
. Medical Suites
. Medical Schools
. Individual Doctors Offices
. University Medical Centers
. Nuclear Applications
. PET/CT Scanners
. Angiography / Cath Labs
. Radiology / Fluoroscopic / X-Ray
. Linear Accelerators / Simulators

www.raybar.com
TOLLFRt;;E:(800) 578.XRAY (9729)
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LEAD BACKED
DRYWALL DETAILS
RAY-BAR Fire-rated Lead Backed

Drywall is furnished as 1/2"and 5/8" Fire
Code gypsum board, with lead meeting
Federal Specification QQL201f, Grade,
C, factory laminated to the backside.
Also available, RAY-BAR Lead Backed
5/8" gypsum board (RB-LBG), as U.L.
classified to U.S.and Canadian safety
standards for fire-resistance for 1 hour

and 2 hour fire-rated partition require-
ments. (See complete Classification
marking for additional information).

USINGBATTENSONLY,
TOSTEEL
STUDS

Steel Studs

LeadBacked D""all

USINGBATTENS& TABSTOSTEELSTUDS

USINGBATTENS& LEADHEADNAILSTO
WOODSTUDS

CORNERDETAILS

NotTo Scale
OutsideCornerDetail

LEAD LINED
HOLLOW METAL DOORS
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With Lead Lining As Aeq'd

Notes: Also available

up to 90 min fire-rated.
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.Special Lead Lined
Security Doors also

-- 20,18,oc16Ga, available.
HOGS OOOCSkin,

. Available in 12
standard lead
thicknesses.
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LEAD LINED SOLID CORE
DOORS & FRAME LINING
RAY-BAR Lead Lined Solid Core
Doors are manufactured to national

wood working standards, constructed
with the finest core, edging and a
large variety of natural wood or plastic
laminate face veneers available. Door
frames are lead lined with the same
lead thickness as lead in doors.
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LAMINATEDlEAD COREDOOR

Particle
Wood
Core

Notes: SectionDelails
1, VB.' to %.' lead on one side, %2' to 3/,.' lead

use half value on each side of core.
2. 20 minute fire-rating also available.
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RAY.BAR ENGINEERING
CORPORATION

www.raybar.com
TOLL FREE:

(800) 578-XRAY (9729)




